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Coast Guard, DOT § 108.639

Subpart F—Cranes

CRANES

§ 108.601 Crane design.
(a) Each crane and crane foundation

on a unit must be designed in accord-
ance with the American Petroleum In-
stitute Specification for Offshore
Cranes, API Spec. 2C, Second Edition,
February, 1972 (with supplement 2).

(b) In addition to the design require-
ments of paragraph (a), each crane
must have the following:

(1) Each control marked to show its
function.

(2) Instruments with built-in light-
ing.

(3) Fuel tank fills and overflows that
do not run onto the engine exhaust.

(4) No gasoline engines.
(5) Spark arrestors fitted on engine

exhaust pipes.

Subpart G—Equipment Markings
and Instructions

§ 108.621 Equipment markings: Gen-
eral.

Unless otherwise provided, each
marking required in this subpart must
be—

(a) Printed in English;
(b) In red letters with a contrasting

background;
(c) Permanent;
(d) Easy to be seen;
(e) At least 1.3 centimeters (1⁄2 inch)

in height.

§ 108.623 General alarm bell switch.
Each general alarm bell switch must

be marked ‘‘GENERAL ALARM’’ on a
plate or other firm noncorrosive back-
ing.

§ 108.625 General alarm bell.
Each general alarm bell must be

identified by marking ‘‘GENERAL
ALARM—WHEN BELL RINGS GO TO
YOUR STATION’’ next to the bell.

§ 108.627 Carbon dioxide alarm.
Each carbon dioxide alarm must be

identified by marking: ‘‘WHEN ALARM
SOUNDS VACATE AT ONCE. CARBON
DIOXIDE BEING RELEASED’’ next to
the alarm.

§ 108.629 Fire extinguishing system
branch line valve.

Each branch line valve of each fire
extinguishing system must be marked
with the name of the space or spaces it
serves.

§ 108.631 Fixed fire extinguishing sys-
tem controls.

(a) Each cabinet or space that con-
tains a valve, control, or manifold of a
fixed fire extinguishing system must be
marked by one of the following: ‘‘CAR-
BON DIOXIDE FIRE APPARATUS’’,
‘‘FOAM FIRE APPARATUS’’, or
‘‘WATER SPRAY FIRE APPARATUS’’
in letters at least 5 centimeters (2
inches) high.

(b) Instructions for the operation of a
fixed fire extinguishing system must be
posted next to a fire apparatus de-
scribed in paragraph (a) of this section.

§ 108.633 Fire stations.

Each fire station must be identified
by marking: ‘‘FIRE STATION NO. —’’
next to the station in letters and num-
bers at least 5 centimeters (2 inches)
high.

§ 108.635 Self-contained breathing ap-
paratus.

Each locker or space containing self-
contained breathing apparatus must be
marked: ‘‘SELF CONTAINED
BREATHING APPARATUS’’.

§ 108.636 Work vests.

Each space containing a work vest
must be marked: ‘‘WORK VEST’’.

§ 108.637 Hand portable fire extin-
guishers.

(a) Each hand portable fire extin-
guisher must be marked with a number
that identifies it in relation to all
other hand portable fire extinguishers.

(b) The location of each hand port-
able fire extinguisher must be marked
with the same number that is marked
on the extinguisher.

§ 108.639 Emergency lights.

Each emergency light must be
marked: ‘‘E’’.
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